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PUMP RPM ROTOR PN 3330

*MAX PRESS. @ AMBIENT TEMP. & STANDARD CLASS D ROTOR = 225 PSIG (15 BAR) [FOR PD501: 250 PSIG (17 BAR)]
*MAX PRESS. @ AMBIENT TEMP. & HOT CLEARANCE CLASS E ROTOR = 300 PSIG (20 BAR) [FOR PD501: 300 PSIG (20 BAR)]
*MAX TEMP. @ 15 PSI (1 BAR) & STANDARD CLASS D ROTOR = 257°F (125°C)

*MAX TEMP. @ 15 PSI (1 BAR) & HOT CLEARANCE CLASS E ROTOR = 400°F (205°C)
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PUMP RPM ROTOR PN 3333
*MAX PRESS. @ AMBIENT TEMP. & STANDARD CLASS D ROTOR = 210 PSIG (14 BAR) [FOR PD551: 240 PSIG (16 BAR)]
*MAX PRESS. @ AMBIENT TEMP. & HOT CLEARANCE CLASS E ROTOR = 255 PSIG (17 BAR) [FOR PD551: 300 PSIG (20 BAR)]
*MAX TEMP. @ 15 PSI (1 BAR) & STANDARD CLASS D ROTOR = 257°F (125°C)
*MAX TEMP. @ 15 PS| (1 BAR) & HOT CLEARANCE CLASS E ROTOR = 400°F (205°C)
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NOTE FLOWTECH piv. USA

CAPACITIES VARY +5% OV TME  CAPACITY CHARTS
*USE HIGHER CLASS ROTORS FOR MAX PRESSURE/TEMPERATURE APPLICATIONS (CLASS C ROTORS)
(CONTACT FACTORY FOR DETAILS) 2 WG, NG
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